
# 1. Install a treated pole with a minimum diameter of 6 inches or a treated 4x4 post with 
adequate bracing. The pole shall be embedded a minimum of 3 feet in the ground with 10 
feet clearance above ground, where service is not subject to vehicle traffic. Service shall have 
15 feet clearance above ground where subject to vehicle traffic.  The temp pole must be set on 
the  customer's lot &  be located  a minimum of 15 ft from the transformer/utility pole with a 
maximum  distance of 100 'ft for a 6 inch pole and 75' ft for a 4x4 post. Utility provide will 
pull service lateral to customers temporary pole.  *A proper address must be posted on-site 
for  the utilities to be energized.

# 2. Install a 5/8” galvanized eye-bolt near top of pole.

# 3. A proper weather head must be installed.

# 4. Minimum of 18” of service entrance cable extend outside the weather head for making 
utilities connections to service drop.

# 5. Three single conductor cables in PVC  Conduit , Galvanized  Conduit or SE cable with 
weatherproof connections. # 5-A. Use proper straps/clamps to secure service riser to pole. 
All Sized per 2017 NEC.

# 6. A minimum of a 100 amp meter base required” and “NEMA 3R (Outdoor) rated 
electrical panel or combination meter base-service disconnect & panel acceptable.  All 
electrical equipment shall be outdoor rated per the 2017 NEC. *If  installed in Huntsville 
Utilities  Service Area the meter bases used must be on their approved meter base list and 
must be a ringless type meter  socket.

# 7. Meter base to be located 4-5 feet above ground level to center of the meter base.

# 8. At least one 120-volt receptacle required. Receptacle(s) shall be GFCI 
Protected,Weather Resistant, and Receptacle(s) shall have wet location covers. If installed, 
all 240-volt Receptacles must be GFCI Protected.

# 9. Install one 5/8 " x 8 ' Copper- Clad or Galvanized Ground Rod.  # 9-A. Use a minimum  
size # 6 Bare Copper Ground Wire from ground bar in the disconnect box to the ground rod 
& connect to ground rod using a proper ground clamp.
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City of Huntsville Inspection Department
256-427-5331 or coh-inspection@huntsvilleal.gov

Overhead Temp Service Pole

Madison County Inspection Department
256-746-2950

Inspection@madisoncountyal.gov


