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#1. Install a treated pole with a minimum diameter of 6 "inches or a  4x4 
post with adequate bracing. Pole shall be a min 2’  ft in the ground. Pole 
shall be located a min of 1’ ft / max 3' ft from transformer & placed on either 
front corner side of  the transformer when viewed from the street depending 
on  the lot location (on the lot's side of  the transformer).
#2. A minimum 100 amp meter base required” and “NEMA 3R (Outdoor) 
rated electrical panel or combination meter base/service disconnect & panel 
acceptable.  Minimum 1-1/2” PVC or Sealtite conduit for service entrance 
with a  depth  of 18" minimum per NEC. *If being installed in Huntsville 
Utilities Service Area see *KEY NOTES*  
#3. Service conductors to be sized per 2017 NEC. Minimum of 5’ wire to 
extend beyond conduit for utilities to connect to transformer.
#4. Meter base to be 4 to 5 feet above the ground level.
#5. At least one 120-volt receptacle is required. Receptacles shall be GFCI 
protected, Weather Resistant, & receptacles shall have wet location cover. 
#6. If installed all 240-volt receptacle to be GFCI protected.
#7. A single 5/8” ground rod is required. #7-A Install a minimum # 6 bare  
solid copper ground wire.

# 7. 5/8" x 8' Copper, Copper-Clad or Galvanized 
Ground Rod with proper ground clamp

1-1/2" minimum Sealtie or PVC conduit for
service entrance cable. See Table.

Final Connection Made 
by Utilities Provider

Utilities Provided 
Transformer

# 6

18 inches Min. 

#7-A

Strap Conduit to Pole.

#2

#5

See Note # 4

See Note # 1
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KEY NOTES: *If installed in Huntsville Utilities service area then meter base 
must be on their approved list & must be a ringless type meter  socket. 
*All service areas: Proper address must be posted on-site for utilities to be
energized.
*Option to #1 - A Unistrut System for temp service equipment is allowed if
properly designed and setup is properly supported.
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